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PIVOT PANEL DOORS

offset
rotation
axis

NEWformerly
Ponzio Polska

Filling thickness

Frame depth

Leaf depth

Maximum dimensions
of double doors

Insulating panel: 96 mm

96 mm

96 mm

L 3000 x H 3500 mm 

TECHNICAL PARAMETERS

Thermal insulation

Air permeability

Watertightness
2U  from 1.04 W/(m K)f
2U  from 0.74 W/(m K)d

class 3

class 8A (450Pa)

Maximum leaf weight 500 kg

Certification type testing in acc. with
EN 14351-1+A2

Resistance to wind load class C2

Maximum dimensions
of single doors L 1500 x H 3500 mm 

Modern external panel door system
with an offset rotation axis

non-standard opening method - offset hinge rotation axis

very good thermal performance due to 50 mm wide thermal breaks

floating panel solution reducing thermal deformation of leaf - special 
point insulators separating the external surface of the panel from the 
door structure

single and double, inward and outward doors available, with or 
withour sidelights

two-layer central gasket ensuring very good watertightness

easy and intuitive assembly

hinges with in-built door closers and electrical penetration possibility

wide range of door hardware

2U = 0.74 W/(m K)d
*reference construction dimensions: L 1230 x H 2180 mm
  U  = 0.4 W/(m²K), insulating panelp


