
FB51
PROCURAL formerly

Ponzio Polska

JULIET BALCONIES

light, easy to assemble and universal; single and double span 
structures available

may be used as barriers guarding against falling out, mounted 
on "French" windows in window sets and curtain walls

wide range of available laminated and tempered glazing: 
ESG55.4, ESG66.4, ESG88.4, ESG1010.4, to be chosen* in 
accordance with the required height and width of the glass 
pane; the dimensions must be in the following range:
    - width: 500-2000 mm,

National Technical Assessment ITB-KOT-2020/1428, 1st edition

    - height: 1000-1350 mm

18

slat

tempered
glass

mullion

* Based on information contained in the National Technical Assessment ITB-KOT-2020/1428, 1st 
edition and the Research Paper 01561/19/R121NZE - "Technical opinion regarding the assessment 
of durability and functional characteristics of PROCURAL FB51 glass parapets (mounted on French 
balcony windows) intended for installation on PROCURAL aluminium windows and curtain walls"

Glazing and approved dimensions

Glass pane
Min glazing
width [mm]

Min glazing
height [mm] width [mm]

Max glazing
height [mm]
Max glazing

ESG 55.4 500 1000 1000 1350

ESG 66.4 500 1000 1350 1350

ESG 88.4 500 1000 1700 1350

ESG 1010.4 500 1000 2000 1350

PROCURAL FB51 juliet balcony kit designed
for mounting on Ponzio aluminium window
and curtain wall systems


